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READ AND SAVE THESE INSTRUCTIONS

Thank you for purchasing this Panasonic product.

Please read these instructions carefully before attempting to install, operate or service
the Panasonic product. Failure to comply with instructions could result in personal injury
or property damage. Please explain to users how to operate and maintain the product
afterinstallation, and this booklet should be presented to users.

Please retain this booklet for future reference.
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GENERAL SAFETY INFORMATION

For Your Safety
To reduce the risk of injury, loss of life, electric shock, fire, malfunction, and damage to
equipment or property always observe the following safety precautions.

Explanation of symbol word panels
The following symbol word panels are used to classify and describe the level of hazard, injury, and
property damage caused when the denotation is disregarded and improper use is performed.

A WA R N I N G SD;?SJSeSin?UFr);tential hazard that could result in death or
Denotes a hazard that could result in minor injury.
A CAUTION .

The following symbols are used to classify and describe the type of instructions to be observed.

This symbol is used to alert users to a specific operating procedure that must not be
performed.

This symbol is used to alert users to a specific operating procedure that must be followed
in order to operate the unit safely.

® This symbol is used to alert users not to disassemble the equipment.

This symbol is used to alert users to make sure of grounding when using the equipment
with the grounding terminal.

A WARNING

To reduce the risk of fire, electric shock or injury to persons, observe the following :

o Use this unit only in the manner intended by the manufacturer. If you have any questions,
contact the manufacturer.

Before servicing or cleaning unit, switch power off at service panel and lock the service
disconnecting means to prevent power from being switched on accidentally. When the service
disconnecting means cannot be locked, securely fasten a prominent warning device, such

as a tag, to the service panel.

Installation work and electrical wiring must be done by qualified person(s) in accordance with
all applicable codes and standards, including fire-rated construction.

Sufficient air is needed for proper combustion and exhausting of gases through the flue
(chimney) of fuel burning equipment to prevent back drafting. Follow the heating equipment
manufacturer’s guideline and safety standards such as those published by the National Fire
Protection Association (NFPA), and the American Society for Heating, Refrigeration and Air
Conditioning Engineers (ASHRAE) and the local code authorities.

When cutting or drilling into wall or ceiling, do not damage electrical wiring and other
hidden utilities.

Ducted fans must always be vented to the outdoors.

If this unit is to be installed over a tub or shower, it must be marked as appropriate for the
application and be connected to a GFCI (Ground Fault Circuit Interrupter) - protected branch
circuit.

The model is UL listed for tub and shower enclosures.
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GENERAL SAFETY INFORMATION CONTINUED

A WARNING

OO VOSSR

Do not disassemble the unit for reconstruction. It may cause fire or electric shock.

When this product is no longer being operated, please remove the product to prevent the
possibility of falling.

Ceiling joist must be subjected to static load more than five times the weight of the product.

Do not install with a method which is not approved in the instructions.
Do not use this fan with any solid-state speed control device. Solid state controls may cause
harmonic distortion which can cause motor humming noise.

The motor/grille assembly FV-07VBB1 must be installed with housing can FV-07VBA1A that
ismarked onthe carton toindicate the suitability with thismodel. Other motor/grille
assembly cannot be substituted.

Install the fan at least 1.5m (5 feet) above the floor.
This product must be properly grounded.

When one switch is connected with two or more products in parallel, the unit may not
function. Therefore, parallel connection must not be allowed.

A CAUTION S 7
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. . L. . . Prohibited bending
Do not install this ventilating fan where interior room temperature may

exceed 104°F (40°C). ® Ow_)
Bend

Make sure that the electric service supply voltage is AC 120V, 60 Hz.

. . Prohibited repeatedly
Follow all local electrical and safety codes, as well as the National

Electrical Code (NEC) and the Occupation Safety and Health Act (OSHA). ®(:::

Always disconnect the power source before working on or near the = Duct
blower, motor, or junction box. Prohibited ”aA’éo""t
. . aptor
Protect the supply wiring from sharp edges, oil, grease, hot surfaces,
chemicals or other objects. ®
Do not kink the supply wiring.
PRl 9 Prohibited Bend near
adaptor
Provide make up air for proper ventilation. Fig.A
For general ventilating use only. Do not use to exhaust hazardous or D(C°°k.i”9 area)

. A o not install above or
explosive materials and vapors. AN inside this area >
Do not install the unit where ducts are configured as shown AN / J \ e
in Fig.A. \\gL T@/

N 7
. . . _l
Not for use in cooking area. (Fig.B) Cooting Floor
The special-purpose or dedicated parts, such as mounting equipment|
fixtures, must be used if such parts are provided. Fig.B



DESCRIPTION

The Panasonicventilating fan modelis listed by UL under UL file No. E78414.

The Panasonicventilating fan model uses a sirocco Blower driven by a capacitor motor.

The motor is designed to have an extended service life with reduced energy consumption.

It also incorporates a thermal-cutoff for safety. The Grille Assembly covering the Fan Body is a
spring-loaded, quick remove type. A damper for preventing air counterflow is provided. The Blower

uses a high-capacity sirocco Blower developed to reduce the noise level.
The Panasonic ventilating fan has two speeds. “1” (Standard) is low airflow and "lI" (Boost) is high

airflow.

UNPACKING

Unpack and carefully remove the unit from carton, in case the foam scraps fall into the Motor
Assembly. Refer to the supplied accessories list to verify that all parts are present.

SUPPLIED ACCESSORIES
(A) For housing can of model: FV-07VBA1A

Part name Appearance Quantity Part name Appearance Quantity
Long screw =2
(ST4.2X20) = 4
Housing can 4
Installation 1
instructions
(B) For motor / grille assembly of model: FV-07VBB1
Part name Appearance Quantity Part name Appearance Quantity
Warranty p— 1
Grille assembly 4 sheet
Screw I
(ST4.2X8) 8
Installation 1 Blower / motor 4
instructions assembly
DIMENSIONS
Unit:inches (mm) 3/4(20) 43/4(120)
- —— No. Part name
[ : @ |Blade
1 ° Blower / motor
® _ E @ t @ assembly
~ g g @ | Grille assembly
@l 98 o -
8 3 s 3 @ |Junction box
N 2 ® |Adaptor
= O i O ® |Damper
@ |Fanbody




WIRING DIAGRAM

Fan body Junction box
Red Capacitor
White |White White  |Neutral
(114°c Fuse in motor Switch p
- ower supply
Motor \ Thermally protecteJ Yellow! ||| | Yellow [FStandard . oy oo
= *~ Black [Live
/ — Black Black e o>
(114 Fuse in motor) I-Boost Green |Earth ground
Thermally - protected Spem- >

INSTALLATION FOR FV-07VBATA (JOIST MOUNTING)

IMPORTANT:
Remove the tape from damper and adapter
before installation. As shown bellow:

Tape with
ST4.2X20 screws

. Affix the fan housing to joist 3 long screws

(ST4.2X20) by affixing first 1 screw on the bottom

of the joist, hang up the fan housing through the
key hole, tighten the screw, then affix other
2 screws. (Fig. 1)

. Install the ventilation duct and secure it with
a clamp and seal it with mastic or approved
foil tape. A 4 inch circular duct is needed to
connect to the relevant part of adapter. (Fig. 2)

. Remove screw ST4.2X8 from junction box cover
and secure conduit or strain to knock-out hole

(® or®). (Fig. 3)

. Refer to wiring diagram.
Follow all the local electrical safety codes as well
as the National Electrical Code (NEC). Using UL
approved wire nuts, connect house power wires
to ventilating fan wires.

. Affix the junction box cover to junction box with
ST4.2X8 screw.

. Select the air volume speed by adjusting the
switch. Factory setting is “I” (Standard) position
preseting “II"” (Boost) selects the high airflow
position. (Fig. 4)

A CAUTION
@

Mount junction box cover carefully so
that the lead wires are not pinched.

1

Fan Housing

Foil tape Fan housing

cover

ST4.2X8 screw

Wire nut

Earth ground
to green




INSTALLATION FOR FV-07VBA1A CONTINUED

77/8(200) Unit: inches (mm)
‘/_»\ ))/
/E
) 5 N 4%
Housing can -

7. Finish the wall work. Ceiling hole should be Ceiling

aligned with the inside edge of the flange.
(Fig. 5)

After finishing the ceiling job, fill gap between flange and
ceiling with caulk or other sealant to prevent air leakage.

Fig.5
INSTALLATION FOR FV-07VBA1A (WALL MOUNTING)
1. Affix the fan housing to stud with 3 long screws IMPORTANT:
(ST4.2X20) by affixing first 1 screw in front of the Remove the tape from damper and adapter
stud, hang up the fan housing through the key before installation. As shown bellow:
hole, tighten the screw, then affix other 2 screws.
(Fig- 6) Tape with
ST4.2X20 screws
2. Install the ventilation duct and secure it with a clamp and Adant \4 y
seal it with mastic or approved foil tape. A 4 inch circular AP WY
duct is needed to connect to the relevant part of adaptor. S
(Fig 2 of page 5) Damper
3. Remove screws ST4.2X8 from Junction box cover
and secure conduit or strain to knock-out hole Stud
(® or ®). (Fig. 3 of page 5)
3 Long screws
(ST4.2X20)
4., Refer to wiring diagram. |— Key hole
Follow all the local electrical safety codes as well as the
National Electrical Code (NEC). Using UL approved
wire nuts, connect house power wires to ventilating
fan wires. Fan housing Fig.6
5. Affix the junction box cover to junction box with Unit: inches (mm)
ST4.2X8 screw. ¢ 77/8(200) )
M
6. Select the air volume speed by adjusting the switch. Wall ——» S
Factory setting is “I” (Standard) position; preseting v ]
“II" (Boost) selects the high airflow position. ®
(Fig. 3 of page 5) Housing can ~
. .t . . v
7. Finish the wall work. Ceiling hole should be aligned with ‘
the inside edge of the flange. (Fig. 7) & Stub
; 7
e T
CAUTION AT e
Wall
After finishing the wall job, fill gap between
i . flange and wall with caulk or other sealant
Mount junction box cover carefully so to prevent air leakage.
that the lead wires are not pinched. Fig.7



INSTALLATION FOR FV-07VBB1

1. Insert the blower / motor assembly by sliding it into
adaptor flanges. Then press lock the blower / motor
assembly into the housing can until the blower
“clicks” into place for temporary fixation. (Fig.8)

2. Secure the blower / motor assembly with 2 screw 1
and connect the molex plug connector from the
blower to the junction box. (Fig.9)

A CAUTION

0 Before turning on the fan, make sure the

connectorisinserted at the correct position.
Failure to properly connect will resultin fan not
working.(Fig.9)

The claw of connector must latch to the rib
completely.(Fig.9)

A WARNING

The blower / motor assembly must be installed
into housing can tightly by the 2 screw L. failure
to secure with screw will affect the grounding.
3. Insert the grille assembly mounting springs into the
slots as shown and mount grille assembly to fan body .
(Fig.10)

Adaptor
flanges

/

L _—1 |

=\

Blower / motor assembly  Fig.8

=\

2 Screwl

(sTa.2xg)  Ceiling

Fig.9

N Slot

Mounting
spring

MAINTENANCE (CLEANING)

A WARNING

o Disconnect power source before working on unit.

A CAUTION

0 Routine maintenance must be done every year.

® Never use gasoline, benzene, thinner or any other
such chemicals for cleaning the ventilating fan.
® Do not immerse motor in water when cleaning.

Do not soak resin parts in water over 140°F (60°C).

1. Remove grille assembly. (Squeeze mounting springs
and pull down carefully.)(Fig.11)

2.Wash and clean grille assembly.
(Use non-abrasive kitchen detergent, wipe dry with
clean cloth.)(Fig.12)

3. Remove dust and dirt from fan body using a
vacuum cleaner. (Fig.13)

4. Using a cloth dampened with kitchen detergent,
remove any dirt from Fan Body. Wipe dry with
clean cloth. (Fig.14)

5. Replace grille assembly.

Grille assembly

Glove Fig.11
Fig.12
Ceiling
Vacuum
cleaner
Fig.13

Fig.14




PRACTICAL GUIDE TO INSTALLATION

Properly insulate the area around the

Four inch roof jack, wall cap,

far? to minimize building heat loss and or soffit vent with backdraft damper
gain. (Flg"l 5) Mechanically connect duct to termination
Loose fill or batt insulation can be and seal with mastic or approved foil
| d di | he f h . X faced tape
place R irectly over the an. ousing in 2-3 ft straight run before elbow
the attic. Our fans and fan/light . .
In attic installation,

combination units do not create caulk box to drywall
excessive heat that is a common
problem with recessed light fixtures or

Ashort piece of flexible duct helps

some.con_wpentor s fan./llght . with alignment and absorbs sound. : "'
combination. Our efficient, cool-running | yse clamps plus mastic or approved : nsulation

motors and our fluorescent Iamps do foil faced tape at all flex joints. Foil tape tightly covers all metal

not create enough ambient heat to be duct joints (glue PVC joints)

subjected to these limitations. _
The ducting from this fan to the flo-15
outside of the building has a strong effect on the air flow, noise and energy use of the fan. Use
the shortest, straightest duct routing possible for best performance, and avoid installing the fan
with smaller ducts than recommended. Insulation around the ducts can reduce energy loss and
inhibit mold growth. Fans installed with existing ducts may not achieve their rated air flow.

SPECIFICATIONS

_ Duct Power Noise Airvolume Speed _
Speed dir(il':ion Vo(l\t/a)ge Fre?l_li,lze)ncy diameter | consumption (sones) (CFM) (rpm) (\Il\f}gkh;
(inches) (W) 0.1"WG | 0.25"WG| 0.1"WG | 0.25" WG| 0-1"WG &
|
(Standard)| Exhaust | 120 60 4 20 0.7 13 70 56 | 907
4.4/2.0
I
24 . 1.5 75
(Boost) Exhaust | 120 60 4 1.5 90 1019

HVI Certified performance based on HVI Procedures 915, 916 and 920.

PRODUCT SERVICE

Warning Concerning Removal of Covers.

The unit should be serviced by qualified technicians only.

Your product is designed and manufactured to ensure a minimum of maintenance.

Should your unit require service or parts, call Panasonic Call Center at 1-866-292-7299 (USA)

Panasonic Corporation of North America
Two Riverfront Plaza, Newark, NJ 07102
WWW.panasonic.com

. . Printed in Mexico
(© Panasonic Corporation 2019
P0519-0 7VBA1A420



Panasonic

INSTRUCCIONES SUPLEMENTARIAS
PARA LA INSTALACION

Ventilador
(Para el paquete del contratista)

ModeloN° FV-07VB 1

INDICE
INFORMACION GENERAL SOBRE SEGURIDAD 2-3
DESCRIPCION - 4
Carcasa metalica: DESEMPAQUETADO 4
FV-07VBA1A ACCESORIOS SUMINISTRADOS 4
DIMENSIONES 4
DIAGRAMA DE CABLEADO 5
INSTALACION DEL FV-07VBA1A (MONTAJE EN VIGAS) --------- 5-6
INSTALACION DEL FV-07VBA1A (MONTAJE EN PARED) --------- 6
INSTALACION DEL FV-07VBB1 7
MANTENIMIENTO (LIMPIEZA) 7
GUIA PRACTICA PARA LA INSTALACION ----CUBIERTA POSTERIOR
Ensamble motor-parrilla: ESPECIFICACIONES CUBIERTA POSTERIOR
FV-07VBB1 SERVICIO CUBIERTA POSTERIOR

LEA'Y GUARDE ESTAS INSTRUCCIONES

Gracias por adquirir este producto Panasonic.

Por favor, lea cuidadosamente estas instrucciones antes de intentar instalar, operar o dar servicio
al producto Panasonic. No cumplir con las instrucciones podria provocar lesiones personales,
pérdidas materiales, o ambas cosas. Explique al usuario cobmo usar y mantener el producto luego
de instalado, y entréguele este folleto.

Guarde este folleto para tenerlo de referencia en caso de necesidad.

7VBA1A420



INFORMACION GENERAL SOBRE SEGURIDAD

Para su seguridad

Para reducir el riesgo de lesiones, pérdida de vida, descargas eléctricas, incendios, averias y danos en el
equipo, tome siempre las siguientes precauciones.

Explicacion de los rotulos de aviso

Los siguientes rétulos de aviso se usan para clasificar y describir el nivel de peligro,

lesién y daio a la propiedad que puede ocurrir cuando se ignora la indicacion y se hace un uso inadecuado.

A

Indica un peligro potencial que puede ocasionar

ADVE RTENCIA lesiones graves o la muerte.

A

Z Indica un peligro que puede ocasionar lesiones
PRECAUCION menores,

Los siguientes simbolos se usan para clasificar y describir el tipo de instrucciones que se deben respetar.

Este simbolo se usa para alertar a los usuarios sobre un procedimiento especifico que no
se debe realizar.

Este simbolo se usa para alertar a los usuarios sobre un procedimiento especifico que se
debe seguir para utilizar la unidad de forma segura.

Este simbolo se usa para alertar a los usuarios de no desmontar el equipo.

Este simbolo se usa para alertar a los usuarios de asegurarse de conectar el equipo
a tierra cuando éste se use con el terminal de tierra.

ADVERTENCIA

SSS0 OO SO P POV

Para reducir el riesgo de incendio, descarga eléctrica olesiones, cumpla con las siguientes reglas:
Use esta unidad sélo del modo indicado por el fabricante. Si tuviera dudas, comuniquese con él.
Antes de dar mantenimiento o limpiar la unidad, corte el suministro de corriente en el panel

de servicio y bloquee el dispositivo de desconexién para impedir que accidentalmente

vuelva a restablecerse el suministro. Cuando no se pueda bloquear el dispositivo de desconexion,
coloque un cartel de advertencia bien visible en el panel de servicio.

El trabajo deinstalaciony de cableado eléctrico debe ser realizado por una o mas personas

calificadasy en cumplimiento con todos los cédigos y normas aplicables, incluso los relativos
aincendios.

Se necesita aire suficiente para lograr una combustion adecuada y una eficaz eliminacion de los
gases a través de la chimenea del equipo de calefaccidn, para evitar una contracorriente. Siga las
pautas del fabricante del equipo de calefacciénylas normas de seguridad, como las publicadas
por la Asociacién Nacional de Proteccion contra Incendios (“NFPA”, por sus siglas en iglés) y las
de la Sociedad Americana de Ingenieros en Calefaccién, Refrigeraciony Aire Acondicionado
("ASHRAE", porsussiglaseninglés), asicomo los codigos de las autoridades locales.

Cuando corte o haga perforaciones en paredes o techos, no dane el cableado eléctrico ni otros
conductos o dispositivos que podrian no estar visibles.

Los ventiladores conectados a conductos siempre tienen que tener una salida hacia el aire libre.

Si esta unidad fuera a ser instalada sobre una tina o una ducha, deberd estar marcada como
adecuada para dicha aplicaciény debera ser conectada a un circuito secundario protegido GFCI
(interruptor de circuito con descarga a tierra, por sus siglas en inglés).

El modelo estéa certificado por UL para recintos de bafera (tina) y ducha.



INFORMACION GENERAL DE SEGURIDAD - CONTINUACION

A\ ADVERTENCIA

No desmonte la unidad para reconstruirla. Podria provocar un incendio o una descarga eléctrica.

Cuando este producto ya no vaya a ser utilizado, retirelo para prevenir la posibilidad
de que se caiga.

Laviga del cielo raso debe someterse a una carga estatica de un peso cinco veces mayor
al del producto.

No instale el producto utilizando un método que no esté aprobado en lasinstrucciones.

Los controles de estado solido pueden causar una distorsiébn armonica que puede ocasionar un
ruido de ronroneo del motor. No use esta unidad con ningln aparato de control de estado sélido.

El ensamble motor-parrilla FV-07VBB1 debe instalarse con la carcasa metalica FV-07VBA1A
que estd marcada en la caja paraindicar suidoneidad para este modelo. No deben utilizarse
otros ensambles motor-parrilla como sustitutos.

Instale el ventilador al menosa 1.5m (5 pies) por encima del suelo.

Esta unidad debe estar correctamente conectada a tierra.

Cuando uninterruptor estd conectado a dos o mas productos en paralelo, pueden producirse
errores en los motores. Por lo tanto no deben permitirse las conexiones en paralelo.

PRECAUCION ®

Prohibido extrema

No instale este ventilador si la temperatura interior de la habitacion pudiera

SOV P| OGO SVVeeRd

superar los 104 °F (40 °C)
Verifique que cuenta con una corriente eléctrica de 120V CA, 60Hz. ® Doblar
Obedezca los cddigos locales sobre electricidad y sequridad, asi como lo establecido Prohibido repetidamente
en el Codigo Nacional para Instalaciones Eléctricas (“NEC”, porsussiglas en inglés) ——)
y en la Ley de Seguridad y Salud Laborales (“OSHA", por sus siglasen inglés). comduct

. .. . . . onducto
Desconecte siempre el suministro de elegtrlq_dad_antes de trabajar cono cerca ponibido estrecho
de ventiladores, motores, aparatos de iluminacién o tableros de empalme. Adaptador
Proteja el cable de alimentacion de bordes afilados, aceite, grasa, superficies
calientes, productos quimicos y otros objetos.
No permita que el cable de alimentacion se retuerza. Prohibido Doblar cerca

. . . L del adaptador
Suministre aire adicional para lograr una ventilacion adecuada. Fig. A
(Area para cocinar)
Sélo para usar en ventilacion general. No use la unidad para No instale arriba
eliminar materiales y vapores peligrosos o explosivos. <— ni dentro de esta__y, e
area

No instale esta unidad si los conductos estan configurados como \ / / \ \ /
se muestra en la Fig. A. 25 //

. . . . /
No use launidad en dreas donde se cocine. (Fig. B) /L =

. . . . . Equipo Piso

Las piezas exclusivas o con un proposito especial, como los accesorios para cocinar,
de montaje, se deben utilizar si se proporcionan dichas piezas. Fig. B



DESCRIPCION

Este modelo de ventiladores Panasonic fueron calificados por UL en el archivo de UL N° E78414.
Este modelo de ventiladores Panasonic tiene un ventilador sirocco accionado por un motor con
capacitor. El motor fue disefado para tener unalarga vida util y un bajo consumo de energia.
También cuenta con uninterruptor térmico para seguridad del usuario. La rejilla que cubre el
cuerpo del ventilador estd sujetada por un resorte facil de quitar. Se incluye un registro para
impedir que se produzca una contracorriente de aire. Este modelo cuenta con un ventilador sirocco
de alta capacidad diseiado para disminuir el ruido producido.

El ventilador Panasonic dispone de dos velocidades. “1” (Estandar) es flujo de aire bajoy "II"
(Aumento) es flujo de aire alto.

DESEMPAQUETADO

Desempaque y saque cuidadosamente la unidad de la caja, para evitar que pedazos de espuma
caigan en el ensamble del motor. Con la lista de accesorios a mano, verifique que haya recibido
todas las piezas indicadas.

ACCESORIOS SUMINISTRADOS

(A) Para carcasa metalica del modelo FV-07VBA1A

Nomk?re de Aspecto Cantidad Noml?re de Aspecto Cantidad
la pieza la pieza
Tornillo largo o=
(ST4.2 x 20) = 4
Carcasa
Instrucciones metalica 4
para la | 1
instalacion
(B) Para ensamble motor-parrilla del modelo FV-07VBB 1
Nombre de . Nombre de .
la pieza Aspecto Cantidad la pieza Aspecto Cantidad
Hoja de f— 1
Rejilla 4 garantia
Tornillo I
. (ST4.2X8) Q2 8
Instrucciones ———
para la 1 Ensamble E\I&L 4
instalacion extractor-motor L ﬂ‘

DIMENSIONES

Unidades: pulgadas (mm)

3/4(20)  43/4(120)

Nombre de la pieza

e

Aspa

Ensamble
extractor-motor

Rejilla

Caja de conexiones

[J9(230)

Adaptador

[0 77/8(200)
[ 91/2(240)

37/8(98)

Registro

9e0ee O oz

Cuerpo del ventilador

‘ 11(278)
















